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@ Left button
Right click

Roller/Middle Button

Forward button

Back button
@ DPI+
DPI -

& Fire button
@ Sniper button

22578

R<: 126.4X75.9X39.8mm
E&: 1569

IEEE: 209

FFXFEds: 200050%

RRIFFER: 500HZ

EfR4NE: 5000FPS
DPI1:500/800/1000/1500/2000/
3000/4000/5000

Tark dili
Boyut: 126.4X75.9X39.8mm
Agirlik: 156g
Hizlanma: 20g

- - - Omrit degistir: 20-mityon kez
Yenileme hizi: 500 hz
Gérinti Igleme: 5000FPS
DPI: 500/800/1000/1500/2000 /
3000/4000/5000

EANViK&

MéyeBog: 126.4X75.9X39.8mm
Bdpog: 1569

Emitdxuvon: 20g

ANAGETE TN wA: 20 eKatoppUpIa QOopEg
Pubudég avavéwaong: 500HZ
Emegepyaoia eikévag: 5000FPS

DPI: 500/800/1000/1500/2000 /
3000/4000/5000

English

Size: 126.4X75.9X39.8mm
Weight: 156g

Acceleration: 20g

Switch life: 20 million times
Refresh rate: 500HZ

Image Processing: 5000FPS
DPI: 500/800/1000/1500/2000/
3000/4000/5000

Portugués

Tamanho: 126.4X75.9X39.8mm
Peso: 1569

Aceleragao: 20g

Taxa de atualizagédo: 500 HZ
Processamento de Imagens: 5000FPS
DPI: 500/800/1000/1500/2000 /
3000/4000/5000

Deutsch

GroRe: 126.4X75.9X39.8mm

Gewicht: 156 g

Beschleunigung: 20 g

Lebensdauer des Schalters: 20 Millionen Mal
Aktualisierungsrate: 500 Hz
Bildverarbeitung: 5000FPS

DPI: 500/800/1000/1500/2000 /
3000/4000/5000

Espaiiol

Tamafio: 126.4X75.9X39.8mm

Peso: 1569

Aceleracion: 20g

Cambiar la vida: 20 millones de veces
Frecuencia de actualizacion: 500 HZ
Procesamiento de imagenes: 5000FPS
DPI: 500/800/1000/1500/2000 /
3000/4000/5000

YkpaiHcbka

Po3awmip: 126.4X75.9X39.8mm
Bara: 156r

MpuickoperHst: 20g

Comutar a vidar 20 mithdes devezes ~ ~ ~ ~ TpyBanicTs NEPEMURARHA20 MINBVIOHBPE3B ~ |

YactoTa oHoBneHHs: 500 Iy,
O6pobka 306paxeHHs: 5000FPS
DPI: 500/800/1000/1500/2000 /
3000/4000/5000

Polski

Rozmiar: 126,4X75,9X39,8mm
Waga: 1569

Przyspieszenie: 20g

Przetgcz zycie: 20 milionéw razy
Czestotliwos¢ odswiezania: 500 Hz
Przetwarzanie obrazu: 5000FPS
DPI: 500/800/1000/1500/2000 /
3000/4000/5000

260X150MM
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PRECAUTIONS

Incorrect use will damage the mouse. so please pay attention to the following usage points:

1. Avoid using the mouse on surfaces with low finish such as clothing, newspapers, carpets, and rough wood.

2. Do not bump the mouse

3. The mouse should not be moved in the box

4. Do not use the mouse under high temperature and strong light
5. Do not put the mouse in the liquid

The mouse light is on. Solution: The motherboard's mouse and keyboard boot function is the most common

USE SUGGESTIONS

The mouse driver is very important . The new mouse driver not only enriches the functionality of the mouse,
but also modifies some of the errors in the old driver. Large mouse manufacturers will provide a mouse driver
for downloading on the official website. The user can download the latest driver according to the mouse
model.

Expand Mouse and Other Pointer Devices in the Device Manager window, double-click the installed mouse
on your computer, and switch to the Advanced Settings tab in the window that opens. There is a "sampling
rate", which is used to set the time interval between the system to confirm the position of the mouse. The
system defaults to report "100" every second. The higher the sampling rate is set, the more obvious the effect
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Operator:Motospeed Technology Group Limited
Manufacturer: Mototech Technology Group Limited
Address: Nanpu Road,Shajing, Bao' an Shenzhen Pr.China
HOTLINE: 4008-860-368
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www.motospeed.cn

www.motospeed.cc
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